
The Hazmat Tank is your solution to problems associated with remote spills and inadequate temporary 
containment. This lightweight and portable tank can be quickly setup anywhere, to store hazardous liquids.

Features
• Self-supporting, no frame or parts to assemble;
• Collapsible for compact storage and shipping;
• Durable, mold- and mildew-resistant fabric; and
• A unique flotation collar that requires no inflation.

Applications
• Mixing tank for dispersants and remediation solutions;
• Open-top tank for land-based temporary storage of skimmed hazardous materials; and
• Settling tank for skimming operations.

Specifications

Model
Capacity

Dimensions
(L x W x H)

Dry Weight

USG L IN CM LB KG

FFTX0506 600 2,275 10 x 18 x 28 25 x 46 x71 13 6

FFTX1012LP 1,200 4,500 15 x 24 x 40 38 x 60 x 100 68 31

FFTX1518LP 1,800 6,800 15 x 24 x 44 38 x 60 x 111 75 34

FFTZ2024LP 2,400 9,100 16 x 30 x 50 41 x 76 x 127 85 38

FFTX2530LP 3,000 11,340 18 x 29 x 48 46 x 74 x 127 100 45

FFTX3036LP 3,600 13,600 20 x 29 x 48 46 x 74 x 122 115 52

FFTX4048LP 4,800 18,200 26 x 32 x 48 66 x 81 x 122 123 56
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